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Outline system specification
Vosseler EVF
Doc ref: V31130
Date: 1 July 16

Vosseler EVF

· Trade Name:
Vosseler EVF

· Construction: 
75mm thick aluminium fully framed system

· Supplier:

Vosseler (UK) Ltd

Eden House

Enterprise Way

EDENBRIDGE
Kent TN8 6HF

Tel: 01732 448130

e-mail: info@vosseler.co.uk
web: www.vosseler.co.uk

· Finish: 

Satin anodised 




Polished and anodised or 




Powder coated in any RAL colour

· Module size:
Any up to 1500mm

· Glazing: 

Single or double glazed with 6mm – 8mm glass

· Glass jointing: 
Mullions 38 or 50mm
· Head section:
38 or 50mm frame head section with adjustable head track to form 


flash gap 25 – 40mm.

· Base section:
38 or 50mm frame section with painted MDF base to form flashgap to 


suit requirements

· Other skirting


options:

90mm aluminium skirting finished as partition with 10mm flashgap





100mm (or size to suit) painted MDF skirting




100mm (or size to suit) veneered MDF skirting

· Doors:

1500mm module with 900mm door and side panel in system frame or




Flush framed door module as above in HW frame

· Acoustics:
Single glazed – up to Rw 32 dB




Double glazed – up to Rw 42dB



- subject to glass specification
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