Outline system specification
Triplan Flexica
Date: 4 July 16

Flexica

· Trade name:	Triplan Flexica
· Construction:	Bi-panel 100mm thick steel framed system based on 75mm pressed 
metal stud. Glass & panels secured by omega top hat section cover strips & infills
· Supplier:		Vosseler (UK) Ltd
Eden House
Enterprise Way
EDENBRIDGE
Kent TN8 6HF

Tel: 01732 448130
e-mail: info@vosseler.co.uk
web: www.vosseler.co.uk
· Module size:	To suit site dimensions but n/e 1200mm module
· Structure:		0.7mm galvanised cold rolled steel studs at centres to suit module
dimension with sprung jack heads. Pressed galvanised steel spacer bars at 600mm centres vertically to module size.
· Glazing:		Single or double glazed into steel glazing frames with plastic inserts 			to secure glass
· Glass:		6 or 8mm toughened or laminated safety glass 
· Boards:		12.5mm square edged plasterboard
· Board finish:	Factory applied 0.5mm pre-lacquered stove enamel or powder coat 
steel in any RAL colour
· Trims:		Flexica Omega trims with cover strip insert
· Insulation:	50mm rockwool RW45A or equivalent
· Head section:	10mm board trim to head track to form 25mm flashgap (or flashgap 			to suit).
· Base section:	10mm board trim to base track to form 50mm recessed skirting with 
factory applied vinyl finish
· Trim finish:	Pre-lacquered stove enamel in a selected range of colours or
			Powder coat in any RAL colour
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